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FOREWORD*

In 1911, The American Society of Mechanical Engineers established the Boiler and Pressure Vessel Committee to
formulate standardrules for the constructionof steamboilersandotherpressurevessels. In2009, theBoiler andPressure
Vessel Committee was superseded by the following committees:
(a) Committee on Power Boilers (I)
(b) Committee on Materials (II)
(c) Committee on Construction of Nuclear Facility Components (III)
(d) Committee on Heating Boilers (IV)
(e) Committee on Nondestructive Examination (V)
(f) Committee on Pressure Vessels (VIII)
(g) Committee on Welding, Brazing, and Fusing (IX)
(h) Committee on Fiber-Reinforced Plastic Pressure Vessels (X)
(i) Committee on Nuclear Inservice Inspection (XI)
(j) Committee on Transport Tanks (XII)
(k) Committee on Overpressure Protection (XIII)
(l) Technical Oversight Management Committee (TOMC)
Where reference is made to “the Committee” in this Foreword, each of these committees is included individually and

collectively.
TheCommittee’s function is toestablish rulesof safety relating topressure integrity,whichgovern the construction** of

boilers, pressure vessels, transport tanks, and nuclear components, and the inservice inspection of nuclear components
and transport tanks. TheCommittee also interprets these ruleswhenquestions arise regarding their intent. The technical
consistency of the Sections of the Code and coordination of standards development activities of the Committees is
supported and guided by the Technical Oversight Management Committee. This Code does not address other
safety issues relating to the construction of boilers, pressure vessels, transport tanks, or nuclear components, or
the inservice inspection of nuclear components or transport tanks. Users of the Code should refer to the pertinent
codes, standards, laws, regulations, or other relevant documents for safety issues other than those relating to pressure
integrity. Except for Sections XI andXII, andwith a fewother exceptions, the rules donot, of practical necessity, reflect the
likelihood and consequences of deterioration in service related to specific service fluids or external operating envi-
ronments. In formulating the rules, the Committee considers the needs of users, manufacturers, and inspectors of pres-
sure vessels. The objective of the rules is to afford reasonably certain protection of life and property, and to provide a
margin for deterioration in service to give a reasonably long, safe period of usefulness. Advancements in design and
materials and evidence of experience have been recognized.
This Code contains mandatory requirements, specific prohibitions, and nonmandatory guidance for construction

activities and inservice inspection and testing activities. The Code does not address all aspects of these activities
and those aspects that are not specifically addressed should not be considered prohibited. The Code is not a handbook
and cannot replace education, experience, and the use of engineering judgment. The phrase engineering judgment refers
to technical judgments made by knowledgeable engineers experienced in the application of the Code. Engineering judg-
ments must be consistent with Code philosophy, and such judgments must never be used to overrule mandatory re-
quirements or specific prohibitions of the Code.
The Committee recognizes that tools and techniques used for design and analysis change as technology progresses and

expects engineers to use good judgment in the application of these tools. The designer is responsible for complying with
Code rules and demonstrating compliance with Code equations when such equations are mandatory. The Code neither
requires nor prohibits the use of computers for the design or analysis of components constructed to the requirements of
the Code. However, designers and engineers using computer programs for design or analysis are cautioned that they are
responsible for all technical assumptions inherent in theprograms theyuse and theapplicationof theseprograms to their
design.
* The information contained in this Foreword is not part of this American National Standard (ANS) and has not been processed in accordance with
ANSI's requirements for an ANS. Therefore, this Forewordmay containmaterial that has not been subjected to public reviewor a consensus process. In
addition, it does not contain requirements necessary for conformance to the Code.
** Construction, as used in this Foreword, is an all-inclusive term comprisingmaterials, design, fabrication, examination, inspection, testing, certifica-
tion, and overpressure protection.
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The rules established by the Committee are not to be interpreted as approving, recommending, or endorsing any
proprietaryor specificdesign, or as limiting inanyway themanufacturer’s freedomtochooseanymethodofdesignorany
form of construction that conforms to the Code rules.
The Committeemeets regularly to consider revisions of the rules, new rules as dictated by technological development,

Code Cases, and requests for interpretations. Only the Committee has the authority to provide official interpretations of
this Code. Requests for revisions, new rules, Code Cases, or interpretations shall be addressed to the Secretary inwriting
and shall give full particulars in order to receive consideration and action (see Submittal of Technical Inquiries to the
Boiler and Pressure Vessel Standards Committees). Proposed revisions to the Code resulting from inquiries will be
presented to theCommittee forappropriateaction.Theactionof theCommitteebecomeseffectiveonlyafter confirmation
by ballot of the Committee and approval by ASME. Proposed revisions to the Code approved by the Committee are
submitted to the AmericanNational Standards Institute (ANSI) and published at http://go.asme.org/BPVCPublicReview
to invite comments fromall interestedpersons.Afterpublic reviewand final approval byASME, revisionsarepublishedat
regular intervals in Editions of the Code.
The Committee does not rule on whether a component shall or shall not be constructed to the provisions of the Code.

The scope of each Section has been established to identify the components and parameters considered by the Committee
in formulating the Code rules.
Questions or issues regarding compliance of a specific component with the Code rules are to be directed to the ASME

Certificate Holder (Manufacturer). Inquiries concerning the interpretation of the Code are to be directed to the
Committee. ASME is to be notified should questions arise concerning improper use of the ASME Single Certification
Mark.
Whenrequiredbycontext in this Section, thesingular shall be interpretedas theplural, andviceversa, and the feminine,

masculine, or neuter gender shall be treated as such other gender as appropriate.
The words “shall,” “should,” and “may” are used in this Standard as follows:
– Shall is used to denote a requirement.
– Should is used to denote a recommendation.
– May is used to denote permission, neither a requirement nor a recommendation.
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STATEMENT OF POLICY ON THE USE OF THE ASME SINGLE
CERTIFICATION MARK AND CODE AUTHORIZATION IN

ADVERTISING

ASMEhas establishedprocedures to authorize qualified organizations to performvarious activities in accordancewith
the requirements of the ASME Boiler and Pressure Vessel Code. It is the aim of the Society to provide recognition of
organizations so authorized. An organization holding authorization to perform various activities in accordance with the
requirements of the Code may state this capability in its advertising literature.
Organizations that are authorized to use the ASME Single Certification Mark for marking items or constructions that

havebeenconstructedand inspected in compliancewith theASMEBoilerandPressureVesselCodeare issuedCertificates
ofAuthorization. It is theaimof theSociety tomaintain thestandingof theASMESingleCertificationMark for thebenefitof
the users, the enforcement jurisdictions, and the holders of the ASME Single Certification Mark who comply with all
requirements.
Based on these objectives, the following policy has been established on the usage in advertising of facsimiles of the

ASMESingleCertificationMark,CertificatesofAuthorization, andreference toCodeconstruction.TheAmericanSocietyof
Mechanical Engineers does not “approve,” “certify,” “rate,” or “endorse” any item, construction, or activity and there shall
be no statements or implications thatmight so indicate. An organization holding theASMESingle CertificationMark and/
or a Certificate of Authorization may state in advertising literature that items, constructions, or activities “are built
(produced or performed) or activities conducted in accordance with the requirements of the ASME Boiler and Pressure
Vessel Code,” or “meet the requirements of the ASMEBoiler and Pressure Vessel Code.”An ASME corporate logo shall not
be used by any organization other than ASME.
TheASMESingleCertificationMarkshall beusedonly for stampingandnameplates as specificallyprovided in theCode.

However, facsimiles may be used for the purpose of fostering the use of such construction. Such usage may be by an
association or a society, or by a holder of theASMESingle CertificationMarkwhomayalso use the facsimile in advertising
to show that clearly specified items will carry the ASME Single Certification Mark.

STATEMENT OF POLICY ON THE USE OF ASME MARKING TO
IDENTIFY MANUFACTURED ITEMS

The ASMEBoiler and Pressure Vessel Code provides rules for the construction of boilers, pressure vessels, and nuclear
components. This includes requirements formaterials, design, fabrication, examination, inspection, and stamping. Items
constructed in accordance with all of the applicable rules of the Code are identified with the ASME Single Certification
Mark described in the governing Section of the Code.
Markings such as “ASME,” “ASME Standard,” or any other marking including “ASME” or the ASME Single Certification

Mark shall not be used on any item that is not constructed in accordance with all of the applicable requirements of the
Code.
Items shall not bedescribedonASMEDataReport Formsnoron similar forms referring toASME that tend to imply that

all Code requirements have been met when, in fact, they have not been. Data Report Forms covering items not fully
complying with ASME requirements should not refer to ASME or they should clearly identify all exceptions to the ASME
requirements.
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